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Abstract
Large Language Models (LLMs) have demonstrated remark-
able capabilities, but their immense scale poses significant
challenges in terms of both memory and computational costs.
While unstructured pruning offers promising solutions by
introducing sparsity to reduce resource requirements, real-
izing its benefits in LLM inference remains elusive. This is
primarily due to the storage overhead of indexing non-zero
elements and the inefficiency of sparse matrix multiplication
(SpMM) kernels at low sparsity levels (around 50%). In this
paper, we present SpInfer, a high-performance framework
tailored for sparsified LLM inference on GPUs. SpInfer in-
troduces Tensor-Core-Aware Bitmap Encoding (TCA-BME),
a novel sparse format that minimizes indexing overhead
by leveraging efficient bitmap-based indexing, optimized
for GPU Tensor Core architectures. Furthermore, SpInfer
integrates an optimized SpMM kernel with Shared Mem-
ory Bitmap Decoding (SMBD) and asynchronous pipeline
design to enhance computational efficiency. Experimental
results show that SpInfer significantly outperforms state-
of-the-art SpMM implementations (up to 2.14× and 2.27×
over Flash-LLM and SparTA, respectively) across a range of
sparsity levels (30% to 70%), with substantial improvements
in both memory efficiency and end-to-end inference speed
(up to 1.58×). SpInfer outperforms highly optimized cuBLAS
at sparsity levels as low as 30%, marking the first effective
translation of unstructured pruning’s theoretical advantages
into practical performance gains for LLM inference.

CCS Concepts: • Computing methodologies→ Shared
memory algorithms.
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1 Introduction
Large Language Models (LLMs) [1, 7, 65, 80] have revolu-
tionized AI applications, demonstrating exceptional capa-
bilities across diverse domains including summarization,
instruction following, and question answering. However,
these models’ immense scale, often comprising billions of
parameters, presents significant challenges. The extensive
memory requirements and associated computational costs of
LLMs render their deployment and inference highly resource-
intensive, substantially impeding their widespread imple-
mentation on contemporary hardware platforms [94, 102].

In response to these challenges, model compression tech-
niques have gained significant attention, with weight prun-
ing (or sparsification) emerging as a promising method for
reducing both memory consumption and computational
burden [20, 41, 52, 76, 97]. Weight pruning eliminates less
salient connections in neural networks, introducing sparsity
into the model. Pruning methods are categorized into struc-
tured [5], semi-structured [20], and unstructured [20, 97].
Structured pruning removes entire components but typically
needs costly post-training. Semi-structured, like N:M prun-
ing, balances flexibility and efficiency by controlling sparsity.
Unstructured pruning, which removes individual weights
freely, offers the most flexibility and typically yields better
post-training performance [15, 20, 77], generally surpassing
structured methods in accuracy [5, 52].

However, leveraging unstructured sparsity for performance
gains and memory savings in LLM inference remains par-
ticularly challenging. Unlike smaller models, where higher
sparsity ratios can be achieved, LLMs exhibit a far lower
tolerance for sparsity. For instance, models like Vision Trans-
former (LPViT) [88] and ResNet-50 [27] can achieve 70%
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Figure 1. Execution time comparison of unstructured
SpMM implementations against cuBLAS on Nvidia RTX4090
(M/K/N=28K/8K/16, typical in LLM inference).

to 95%sparsity without signi�cant accuracy loss, thanks
to the feasibility of extensive post-training [24]. However,
for extremely large language models, such post-training is
often prohibitively expensive due to the high computational
and time costs associated with retraining. From an algorith-
mic perspective, achieving similarly high sparsity levels in
LLMs without severe performance degradation is imprac-
tical. Current state-of-the-art pruning techniques, such as
SparseGPT [20], Wanda [77], GBLM-Pruner [13] and Pruner-
Zero [15], typically attain around50%sparsity before the
adverse e�ects on model accuracy become unacceptable.

This low sparsity level posestwo key challenges for real-
izing the bene�ts of unstructured pruning in LLM inference.
First,reducing weight storage at this level of sparsity be-
comes di�cult due to the indexing overhead (i.e., storing in-
dices for non-zero elements). Sparse formats like traditional
CSR and Tiled-CSL from Flash-LLM [86], state-of-the-art
sparse LLM inference framework, result in increased mem-
ory usage at around 50% sparsity, as the need to store both
non-zero values and their indices can negate the memory sav-
ings from pruning. Second,achieving practical accelera-
tion remains a signi�cant hurdle, especially on GPUs, which
dominate LLM deployment. While CPU-based sparse acceler-
ation solutions like Neural Magic's DeepSparse [38, 39] have
shown promise, GPU acceleration faces unique challenges
due to their SIMT execution model and complex memory
hierarchy [57]. State-of-the-art sparse matrix multiplication
(SpMM) kernels, which provide the foundational support
for pruning, struggle to outperform their dense counter-
parts (cuBLAS [59]). Figure 1 illustrates this performance
gap. Despite being speci�cally designed for LLM pruning,
even Flash-LLM struggles to achieve speedup at sparsities
of 50% or lower. As a result, LLM sparsi�cation has yet to
fully achieve its theoretical potential in real-world systems,
leaving a signi�cant gap between theoretical acceleration
and practical speedup in LLM inference.

To bridge these gaps, we proposeSpInfer , a high-perform-
ance framework speci�cally designed to accelerate LLM in-
ference by leveraging low-level unstructured sparsity on
GPUs. At the core of SpInfer is the Tensor-Core-Aware Bitmap
Encoding (TCA-BME), a novel sparse matrix storage for-
mat that minimizes indexing overhead by employing e�-
cient bitmap-based indexing. TCA-BME is carefully designed
to align with GPU Tensor Core architecture, ensuring that
SpMM operations can fully exploit the computational power
of these cores, even in the presence of unstructured sparsity.
By reducing the memory footprint of sparse matrices and op-
timizing data access patterns, TCA-BME enables SpInfer to
achieve substantial improvements in both memory e�ciency
and computational throughput.

Building upon the TCA-BME format, SpInfer integrates a
highly optimized SpMM kernel that further enhances perfor-
mance. The kernel implements a well-optimized data move-
ment path and introduces Shared Memory Bitmap Decoding
(SMBD), which enables sparse matrices to be decoded directly
within shared memory, signi�cantly reducing the decoding
overhead. Additionally, the kernel features an asynchronous
pipeline design that overlaps memory transfers with compu-
tations, enhancing the utilization of GPU resources.

We evaluate the performance of SpInfer from both the
kernel level and the end-to-end framework level. At the ker-
nel level, SpInfer is compared with state-of-the-art SpMM
implementations, including both Tensor-Core-based Flash-
LLM [86], SparTA [100], SMaT [64] and CUDA-core-based
Sputnik [24] and cuSPARSE [60]. SpInfer achieves signi�cant
speedups over these methods across di�erent sparsity levels,
ranging from low (30%) to moderate (70%). At the framework
level, SpInfer is compared with Flash-LLM [86], FasterTrans-
former [56], and DeepSpeed [4], achieving substantial im-
provements in generation latency and reductions in memory
usage during inference, demonstrating its e�ectiveness for
deployment in resource-constrained environments.

The main contributions of our paper include:

� We conduct detailed analysis and identify indexing
overhead as the key bottleneck in realizing bene�ts
from unstructured pruning, highlighting the need to
address it for both memory e�ciency and computa-
tional acceleration.

� We present SpInfer, a high-performance sparse LLM
inference framework. At its core, we introduce Tensor-
Core-Aware Bitmap Encoding format, which mitigates
indexing overhead and e�ciently compresses sparse
matrices. We also devise a specialized SpMM kernel
with tailored optimizations, allowing SpInfer to signif-
icantly accelerate sparse matrix computations.

� We demonstrate that SpInfer delivers substantial im-
provements in both inference speed and memory ef-
�ciency at the kernel and framework levels, outper-
forming previous state-of-the-art solutions across a
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wide range of sparsity levels, from low (30%) to moder-
ate (70%). To the best of our knowledge, SpInfer is the
�rst to successfully translate Sparse LLM theoretical
speedups into real-world performance bene�ts.

2 Background and Related Work
2.1 LLM Architecture and Inference Process

LLMs are built on the transformer architecture [81], which
uses stacked layers of self-attention and feed-forward net-
works (FFNs). The self-attention mechanism enables LLMs to
model relationships between all tokens in a sequence. Input
tokens are transformed into Query (Q), Key (K), and Value
(V) vectors through linear projections. The attention pro-
cess involves multiplying the Q and K matrices, producing
attention scores that weight the V matrix. Additionally, each
transformer layer includes an FFN that re�nes token embed-
dings through two linear transformations with a non-linear
activation in between. LLM inference consists of two phases:
the pre�ll and decode phases. In the pre�ll phase, the entire
input prompt is processed in parallel, while the decode phase
generates tokens sequentially in an autoregressive manner,
processing one token at a time.

The e�ciency of LLM inference relies on matrix multipli-
cations, particularly in self-attention and FFNs. We denote
the weight matrix as, 2 R" �  and the token embeddings
as- 2 R � # , where" is the output dimension, is the hid-
den dimension, and# is the number of tokens. The matrix
multiplication , � - yields the transformed token repre-
sentations. In the pre�ll phase,# is the sequence length
multiplied by the batch size (seq_len� �( ). During the de-
code phase,# = �( � 1, as tokens are processed one at a
time in an autoregressive manner.

2.2 NVIDIA GPU and Tensor Core

NVIDIA GPUs feature multiple streaming multiprocessors
(SMs) with CUDA cores, Tensor Cores (TCs), and a hierar-
chical memory structure. Thread blocks are scheduled onto
SMs, with 32 threads in a warp executing instructions simul-
taneously in SIMT mode. The memory hierarchy includes
high-latency global memory accessible by all threads, faster
shared memory within each SM for thread block access,
and fast but limited registers private to each thread. The
caching system includes an L1 cache per SM, con�gurable
with shared memory, and a uni�ed L2 cache that optimizes
bandwidth and latency between processing cores and global
memory [57]. TCs are specialized units for accelerating dense
matrix multiplication [51, 54, 78]. TCs perform the computa-
tion � 5 A06= � 5 A06� � 5 A06̧ � 5 A06, where� 5 A062 R< � : and
� 5 A062 R: � = are inputs,� 5 A06is the accumulator, and� 5 A06
is the output. We denote the matrix shape as< � : � =. For our
implementation, we utilize the low-levelmma instructions
at the PTX level [58], which o�ers greater �exibility in man-
aging registers. With FP16 precision, themmainstructions

require matrix shapes of16� 16� 8 or 16� 8 � 8. Listing 1
provides an example of an FP16mmainstruction. While TCs
excel at accelerating dense matrix multiplication, leveraging
them to accelerate unstructured SpMM remains challenging.

Listing 1. FP16 Tensor Coremmainstructions: This instruc-
tion performs a 16� 16� 8 matrix multiplication using FP16
inputs stored in .f16x2 registers (Ra, Rb) and accumulates the
result into FP32 registers (Rd, with Rcas the accumulator).

1 . reg . f16x2 %Ra <4>, %Rb <2>;
2 . reg . f32 %Rc <4>, %Rd <4>;
3 mma.sync .al igned .m16n8k16 . row.col . f32 . f16 . f16 . f32
4 {%Rd0 , %Rd1 , %Rd2 , %Rd3},
5 {%Ra0 , %Ra1 , %Ra2 , %Ra3},
6 {%Rb0 , %Rb1},
7 {%Rc0 , %Rc1 , %Rc2 , %Rc3 };

2.3 Related work

Quantization and Sparsi�cation. Quantization and spar-
si�cation are key model compression techniques for reducing
the computational and memory demands of LLMs.Quan-
tization leverages low-precision representations, with nu-
merous works improving algorithms, such as post-training
quantization (PTQ) [6, 14, 21, 45, 49, 87, 98] and quantization-
aware training (QAT) [16,48], and system-level support, such
as MARLIN [22], LADDER [82], and Qserve [46], making it
widely applicable in practice.Sparsi�cation , on the other
hand, reduces the number of non-zero weights through vari-
ous pruning strategies, including structured pruning [5, 52]
and unstructured pruning [13, 15, 20, 77, 89, 97], typically
targeting around 50% sparsity while maintaining accuracy.
Although unstructured pruning achieves better precision, its
reliance on sparse matrix kernels limits its e�ciency on cur-
rent hardware. Our SpInfer provides practical system-level
support for low-level sparsity pruning, while also comple-
menting these quantization techniques. Recent works have
also explored dynamicactivation sparsity to enhance e�-
ciency, such as Deja Vu [50], PIT [99], and PowerInfer [75].
These methods leverage the sparsity induced by ReLU acti-
vation functions rather than weight sparsity. However, they
require models to either use sparse activation functions like
ReLU or undergo retraining. Our approach targets weight
sparsity, eliminating the need for retraining and operating
in a di�erent scope from these methods.

Sparse Matrix-Matrix Multiplication. SpMM computes
$ " � # = , B " �  � -  � # , where, B , - , and$ are the
sparse weight matrix, input embedding, and output ma-
trix, respectively. We denote# #/ as the number of non-
zero elements in, B . Many works have aimed to accelerate
SpMM for highly sparse scienti�c and GNN workloads [10,
18, 19, 30, 31, 33, 34, 53, 64, 66, 74, 83, 91]. While less e�ec-
tive for low-sparsity LLM inference, their designs provide
valuable insights. For DL workloads, works have focused
on structured sparsity at various granularities, including
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block sparsity [26], vector sparsity [8, 9, 43], and N:M semi-
structured pruning [44]. However, these methods' reliance
on structured pruning limits their applicability to unstruc-
tured sparsity. Recent research has focused on the more
challenging issue of unstructured pruning at low sparsity
levels. Sputnik [24] applies one-dimensional tiling and re-
verse o�set memory alignment to e�ciently utilize CUDA
cores. SparTA [100] partitions matrices into 2:4 structured
sparse and unstructured sparse components, leveraging both
sparse Tensor Cores and CUDA cores. Flash-LLM [86] em-
ploys the Load-as-Sparse-Compute-as-Dense approach to
reduce memory footprint. While e�ective at higher spar-
sity levels (70%-90%), our analysis (Section 3) reveals that
the above approaches overlook the indexing overhead, a
key bottleneck in low-sparsity scenarios. Consequently, they
struggle to reduce storage or enhance performance at spar-
sity levels of below 50%.

System-level Optimization. System-level optimizations
involve enhancing both the inference engine and online
serving systems. Inference engines primarily aim to accel-
erate the forward pass through graph and kernel optimiza-
tions and o�oading techniques. These optimizations focus
on re�ning attention mechanisms (e.g., FlashAttention [11,
12, 71]), restructuring computation graphs (e.g., ByteTrans-
former [95] and DeepSpeed [4,29]), and optimizing linear op-
erations (e.g., TensorRT-LLM, MegaBlocks [23], and FlashDe-
coding++ [32]). O�oading methods, such as those imple-
mented by FlexGen [73] and llama.cpp [25], optimize mem-
ory usage by distributing model components across various
hardware resources. Our SpInfer, targeting weight pruning,
can be combined with these methods to further enhance
performance. Moreover, many works focus on optimizing
online serving systems to e�ciently handle requests from
multiple users. Key areas of improvement include memory
management [40], continuous batching [29, 40, 93], sched-
uling strategies [72, 85], and distributed serving [63, 101].
Our work is orthogonal to these serving systems and can
complement and improve their performance.

3 Gaps and Opportunities
3.1 Bottleneck of LLM Inference

LLM inference faces signi�cant computational and storage
challenges. Figure 2 shows the runtime and memory break-
down for OPT-13B on 2 RTX4090 GPUs using FasterTrans-
former, with a batch size of 16 and an output length of 256.
Model weight storage occupies 87.6% of memory, and asso-
ciated matrix multiplication operations (GEMM) consume
61.6% of execution time, constituting the primary bottlenecks.
Although weight pruning can potentially reduce both mem-
ory and computation by removing less important weights,
the low sparsity in LLM pruning limits the practical e�ec-
tiveness of current pruning methods on modern GPUs. This
challenge is further discussed in Section 3.2.

Figure 2. Breakdown of OPT-13B on 2 RTX4090 GPUs.

3.2 Overlooked Indexing Overheads

Existing sparse LLM inference techniques leverage sparse
computation, but introduce signi�cant storage overheads at
low sparsity levels due to the need to store indexing infor-
mation for non-zero elements. Prior works like Flash-LLM,
SparTA, and Sputnik commonly overlook these costs. Specif-
ically, indexing overheads not only hinder storage e�ciency
but also compromise computational performance. The space
needed for indices can o�set pruning's storage gains, while
accessing indices during matrix multiplication can reduce
computational e�ciency, especially on GPUs, where mem-
ory bandwidth is a bottleneck.

3.2.1 Gaps in storage complexity. To quantify the im-
pact of indexing overheads on storage complexity, we de�ne
a compression ratio (CR) metric representing the storage
e�ciency of a sparse matrix format:

�' =
2� � " �  
(C>A�>A<0C

• (1)

where2� � " �  represents the size of the original dense
matrix, andStorFormat refers to the compressed storage size
of the sparse format. We conduct a comparative analysis of
several widely-used sparse matrix formats: Tiled-CSL (used
in Flash-LLM [86]), CSR (used by Sputnik [24] and other
CUDA-core SpMM implementations), and SparTA [100].

Tiled-CSL stores non-zero elements in tiles using two ar-
rays:NonZeros, which holds 32-bit (16-bit� 2) values (weight
and location), andTileO�sets, which tracks the starting o�-
set of each tile. The storage overhead for Tiled-CSL can be
calculated as:

(C>A)8;43� �(! = 4� � #) ¸ 4� � # #/• (2)

where#) is the number of tiles. With each non-zero element
requiring a 16-bit index, the indexing overhead is comparable
to the data size itself.

The CSR format is a traditional sparse representation that
stores non-zero elements along with their column indices.
The storage overhead for CSR is:

(C>A�(' = ¹2� ¸ 4� º � # #/ ¸ 4� � ¹ " ¸ 1º” (3)

In CSR, the 32-bit indices used for column storage can result
in signi�cant overhead.

SparTA uses a composable format, dividing the matrix into
two parts: one following the 2:4 sparsity pattern and another
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Figure 3. Compression Ratio (CR) across varying sparsity
levels for di�erent sparse matrix formats.

using a CSR-like format. It reduces overhead by storing non-
zero elements with 2-bit indices within 2:4 blocks. For blocks
containing more than two non-zero elements, SparTA utilizes
a CSR-like storage format for the excess non-zero elements.
As a result, the actual storage overhead of SparTA depends
on the distribution of non-zero elements within the matrix.
Assuming a uniform distribution of non-zero elements, the
expected number of non-zero elements in a block requiring
CSR storage can be expressed as:

� �(' _==I =
�
" �  

4

�
� ¹ 4 � ¹ 1 � Bº3 � B¸ 2� ¹ 1 � Bº4º” (4)

The storage overhead for SparTA can thus be written as:

(C>A(?0A) � = ¹2� ¸
�
4

º �
" �  

2
¸ (C>A�(' ¹� �(' _==I º” (5)

Figure 3 shows the CR trends across various sparsity levels,
using a representative scale of" =  = 4096for LLM model
weights. CSR and Tiled-CSL have a CR below 1 at sparsities
under 50%, meaning their indexing overhead outweighs the
pruning gains. SparTA performs better, with a CR slightly
above 1 at 50%, but still falls short of the theoretical optimal
(indicated by the dotted line) due to reliance on CSR-like
indexing. In contrast, our TCA-BME format (the blue line)
consistently achieves a CR above 1, even at lower sparsity
levels. This is due to its advanced bitmap-based indexing
technique, which signi�cantly reduces the overhead of stor-
ing non-zero element positions.The details of TCA-BME are
discussed in Section 4.2.

3.2.2 Gaps in Computation E�ciency. To analyze the
impact of indexing overhead on computational e�ciency, we
employ the Roo�ine model [84] and focus on the Compute
Intensity (CI) of both dense matrix multiplication (GEMM)
and sparse matrix multiplication (SpMM).

Compute Intensity (CI). CI is a critical metric for under-
standing the balance between computational and memory-
bound operations in matrix calculations. It is de�ned as the
ratio of �oating-point operations (FLOPs) to memory ac-
cesses. For GEMM, CI is calculated as:

�� GEMM =
" � #
" ¸ #

” (6)

For SpMM, CI is a�ected by the compression ratio (CR),
re�ecting the reduction in storage due to sparsity. Addition-
ally, indexing overhead can further reduce the e�ective CI.
To account for this, we de�ne CI for SpMM as:

�� SpMM =
" � #
"
CR ¸ #

” (7)

To measure the performance gap introduced by indexing
overhead, we compare the actual compute intensities of these
sparse formats with an optimal CI, which assumes negligible
indexing overhead. The optimal CI for SpMM can be de�ned
as:

�� Optimal =
" � #

" � ¹ 1 � Bº ¸ #
• (8)

whereBdenotes the sparsity level. The optimal CI represents
the theoretical upper bound on performance, re�ecting the
maximum compute intensity that could be achieved if the
overhead of indexing non-zero elements were negligible.

Roo�ine Model Analysis. Figure 4 illustrates that both
GEMM and SpMM operations predominantly reside in the
memory-bound region of the Roo�ine model across varying
sparsity levels and matrix sizes. In this region, performance
scales linearly with CI. Theoretically, due to the reduction in
global memory access and the enhancement in CI brought
by sparsity, SpMM can achieve linear speedup compared to
GEMM, as indicated by the star (� ) in Figure 4. However,
the actual CI for SpMM is in�uenced by CR, re�ecting the
reduction in memory access cost due to sparsity.

As CR increases, the global memory access cost decreases,
leading to a higher CI, which translates into improved per-
formance. Therefore, formats with higher CR values theo-
retically achieve better performance compared to formats
with lower CR. This relationship is clearly visualized in the
Roo�ine model, where our TCA-BME moves closer to the
compute-bound region due to its e�cient bitmap-based in-
dexing, which increases the CR and, consequently, the CI.

In contrast, formats like CSR and Tiled-CSL, which have
lower CR values due to their traditional indexing schemes,
su�er from higher memory access costs. The indexing over-
head reduces their e�ective CI, which results in a signi�cant
performance gap when compared to the optimal CI, as shown
by the star (� ) in Figure 4.

Our analysis identi�es indexing overhead as a major factor
limiting the storage and performance bene�ts of pruning in
practical applications. By addressing this overhead, storage
requirements can be greatly reduced, bringing performance
closer to theoretical gains. This challenge serves as the key
motivation behind SpInfer's design.

4 Design of SpInfer
4.1 Design Overview

SpInfer is a high-performance framework designed to accel-
erate LLM inference on GPUs by leveraging sparse matrix
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Figure 4. Roo�ine comparison of various SpMM implemen-
tations against GEMM at varying sparsities and batch sizes.

multiplication. Figure 5 illustrates the system overview of
SpInfer. With advanced unstructured pruning algorithms,
SpInfer reduces model size without compromising accuracy.
The framework's foundation lies in its Tensor-Core-Aware
Bitmap Encoding (TCA-BME) scheme, which e�ciently com-
presses sparse weight matrices with minimal indexing over-
head. At its core, SpInfer features a highly optimized SpMM
kernel that improves e�ciency through a combination of
e�cient data movement, Shared Memory Bitmap Decoding
(SMDB), and a �ne-grained asynchronous pipeline. These
designs enable SpInfer to signi�cantly reduce latency and
memory consumption in large-scale LLM inference while
maintaining model accuracy, without the need for additional
�ne-tuning.

4.2 Tensor-Core-Aware Bitmap Encoding

As the foundation of SpInfer, we develop a novel Tensor-
Core-Aware Bitmap Encoding (TCA-BME) scheme to ef-
�ciently store sparse weight matrices with low sparsity.
This format is designed to minimize memory footprint (in-
creasing compression ratio) while maintaining computa-
tional e�ciency, laying the groundwork for subsequent high-
performance sparse matrix multiplication on Tensor Cores.

4.2.1 Tiling Design. TCA-BME employs a multi-level tiling
design, partitioning the weight matrix into tiles of varying
granularity to align with di�erent levels of GPU hardware.
As shown in Figure 6, this design encompasses three key
abstraction levels:BitmapTile (BT), TCTile (TT), andGroup-
Tile (GT), each corresponding to distinct computational units
within the GPU hardware.

The innermost abstraction is theBitmapTile, which serves
as the smallest granular unit in the TCA-BME format. With
dimensions of�) � � �) , set to8 � 8, this design targets
the minimum computational unit of Tensor Cores, namely

an8 � 8 matrix block. An additional advantage of aligning
the BitmapTiledimensions with this unit is the ability to
utilize CUDA's natively supporteduint64_tdata type as a
64-bit bitmap, indicating the positions of non-zero elements
within the BitmapTile. Each bit in the bitmap corresponds to a
speci�c element in theBitmapTile, with set bits representing
non-zero values.

The intermediate level consists ofTCTiles, with dimen-
sions)) � � )) , , comprising2 � 2 BitmapTilesfor a total
size of 16� 16. ThisTCTilesabstraction corresponds to the
matrix shape of Tensor Coremmainstructions at the PTX
level. For FP16 precision, two relevant PTX-level instruc-
tions are available:mma.m16n8k8andmma.m16n8k16. Micro-
benchmark results indicate thatmmainstructions with larger
shapes o�er higher throughput, leading us to opt for the
mma.m16n8k16instruction and align theTCTilesdimensions
with its m� k completely. Within aTCTiles, the 2� 2 Bitmap-
Tile are arranged in column-major format, ensuring con-
sistency with the order of the fourRaregisters in themma
instruction. Speci�cally, the top-leftBitmapTilecorresponds
to Ra0, bottom-left to Ra1, top-right to Ra2, and bottom-
right to Ra3. This column-major storage approach facilitates
subsequent decoding processes without complex coordinate
transformations, reducing online overhead.

The outermost level is theGroupTile, with dimensions
�) � � �) , , encompassing multipleTCTilesand correspond-
ing to the thread block level.TCTileswithin GroupTilesare
also stored in column-major order. Thread blocks are respon-
sible for loading and processingGroupTiles, while warps
within the thread block handle computations forTCTiles
within the GroupTile. TheGroupTilesthemselves are stored
in row-major order.

4.2.2 Storage.The TCA-BME format employs three arrays
to represent sparse weight matrices e�ciently. TheGTileO�-
setarray records the starting o�set positions of eachGroup-
Tile within the sparse matrix, enabling rapid localization
and parallel processing of di�erentGroupTiles. TheValues
array stores all non-zero elements, arranged in a nested or-
der ofGroupTile, TCTiles, andBitmapTile. TheBitmaparray
contains bitmap value for allBitmapTiles, with eachBitmap-
Tile represented by a 64-bit integer, where each bit indicates
whether the corresponding element is non-zero. Speci�cally,
we de�ne #�) = ¹" •�) � º � ¹  •�) , º as the number of
GroupTiles, # �) = ¹" • �) � º � ¹  • �) , º as the number of
BitmapTiles, and# #/ = " �  � ¹ 1 � Bº as the number of
non-zero elements, where s denotes the matrix sparsity. The
GTileO�setarray utilizes 32-bit integers (4B) to represent
o�sets, with a size of4� � ¹ #�) ¸ 1º, including an additional
element to mark the end of the lastGroupTile. The Value
array employs half-precision �oating-point numbers (FP16)
to store non-zero elements, occupying 2B per element, with a
total size of2� � # #/ . In the Bitmap array, eachBitmapTile
corresponds to a 64-bit integer (8B), resulting in a total size



SpInfer: E�icient Sparse LLM Inference on GPUs EuroSys '25, March 30-April 3, 2025, Ro�erdam, Netherlands

Figure 5. System overview of SpInfer.

Figure 6. Tensor-Core-Aware Bitmap Encoding. BitmapTile
is actually 8� 8, shown as 4� 4 for illustration.

of 8� � # �) . Consequently, the total storage overhead for
the TCA-BME format can be calculated as:

(C>A) �� � �"� = 4� � ¹ #�) ¸ 1º ¸ 8� � # �) ¸ 2� � # #/ ” (9)

TCA-BME maintains an e�ective compression ratio (CR >
1) even at low sparsity levels and shows rapid CR growth
as sparsity increases (Figure 3). This superior performance
stems from its e�cient bitmap-based indexing scheme, which
signi�cantly reduces indexing overhead, especially at low to
moderate sparsities (30%-70%).

4.3 High-Performance SpInfer-SpMM Kernel Design

4.3.1 Work�ow. The work�ow of SpInfer-SpMM kernel
is illustrated in Figure 7. A detailed pseudocode represen-
tation is provided in Algorithm 1. Our kernel adopts simi-
lar tiling-based strategies to CUTLASS GEMM with splitK
parallelism [79] to e�ciently distribute computation across
thread blocks, where each block processes a portion of the

Figure 7. Data movement and instruction pipeline.

K-dimension independently. During each iteration, a thread
block executes �ve key operations.¶ GTileLoading. Threads
within a block collaboratively load aGTile(GroupTile) from
global memory into aWTile in shared memory.· WTile
Decoding. TheWTile is decoded from shared memory into
registers through a crucial technique named Shared Memory
Bitmap Decoding (SBMD). This step translates the compact
bitmap representation of the sparse matrix into a correct
distribution in register �le that's ready for Tensor Core com-
putation, all within the high-speed register �le.̧ XTileLoad-
ing. The correspondingXTile from the dense input matrix
X) is loaded from global memory into shared memory.¹
XTileRegister Transfer. TheXTiledata is then transferred
from shared memory to registers and be arranged for the TC
computations.º Tensor Core Computation (TCC). The Ten-
sor Cores then perform the matrix multiplication between
the decoded sparseWTile and the denseXTile , both now
residing in registers.

4.3.2 E�cient Data Movement. In steps¶ and¸ , we
employ theLDGSTS.128asynchronous vectorized memory
access instruction to improve global memory bandwidth
utilization. Introduced from the Ampere architecture [55],
LDGSTSeliminates the need for intermediate staging of data
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Algorithm 1 SpInfer-SpMM kernel pseudo code
Input: SparseMatrix, (TCA-BME format), Matrix- , Split_K
Output: Matrix . in '43D2C8>=, >A:B?024
1: BatchID= blockIdx”y•¹ M•TILE_Mº
2: TileY = blockIdx”y%¹M•TILE_Mº,TileX = blockIdx”x
3: NumIter= CalculateIterations¹BatchID•Split_Kº • K-dim iterations
4: __shared__ValueBu�er[max_nnz_per_tile] • Sparse bu�er
5: __shared__XTileBu�er[2][TILE_K][TILE_N] • Double bu�er
6: __shared__BitmapBu�er[2][TILE_M][TILE_K] • Double bu�er
7: // Pre-loop initialization
8: LoadBitmapAndSparse(BitmapBu�er, ValueBu�er, , )
9: LoadDenseToShared(XTileBu�er, - ¸ �0C2�� � � ) � !� _ )

10: cp.async.commit() • Commit for dense
11: cp.async.wait_group(0)
12: , 5 A06= SharedMemoryBitmapDecoding(ValueBu�er, BitmapBu�er)
13: // Main computation loop
14: for :  0 to #D<�C4A� 2 step 1 do
15: // Start prefetch for next iteration
16: LoadBitmapAndSparse(BitmapBu�er, ValueBu�er, , ¸ o�set)
17: cp.async.commit() • Commit for bitmap/sparse
18: LoadDenseToShared(XTileBu�er, - ¸ o�set)
19: cp.async.commit() • Commit for dense
20: // Current iteration computation
21: - 5 A06= LoadDenseToRegisters(XTileBu�er)
22: . 5 A06= TensorCoreCompute(, 5 A06• - 5 A06, . 5 A06)
23: // Prepare sparse data for next iteration
24: cp.async.wait_group(1) • Wait for bitmap/sparse
25: , 5 A06= SharedMemoryBitmapDecoding(ValueBu�er, BitmapBu�er)
26: cp.async.wait_group(0) • Wait for dense
27: __syncthreads()
28: end for
29: // Epilogue: process �nal iteration
30: - 5 A06= LoadDenseToRegisters(XTileBu�er)
31: . 5 A06= TensorCoreCompute(, 5 A06• - 5 A06, . 5 A06)
32: StoreResults('43D2C8>=, >A:B?024• .5 A06)

through the L1 cache and register �le, thereby reducing reg-
ister �le bandwidth consumption. The128 indicates that
each thread reads 128 bits of data from global memory (e.g.,
8 half-precision operands). To enable 128-bit vectorization
in step¶ , theValue array within eachGTileis preprocessed
with padding, ensuring that the starting address of each
GTileis aligned to an 8-byte boundary. In step¹ , we utilize
theLDSM.M88instruction (corresponding toldmatrix.x4 at
the PTX level) to load theXTile from shared memory. This
instruction allows a warp to load a 16x16 matrix tile from
shared memory and automatically arranges the data in regis-
ters according to the layout required forº TC computations.
For step· , we use genericLDSinstructions to decode the
WTile from shared memory into registers.

Figure 7 illustrates the data movement path during the
fetching of the weight matrix (W) in cuBLAS-GEMM, Flash-
LLM, and SpInfer-SpMM. cuBLAS represents the ideal case,
where the use ofLDGSTSallows data to bypass both the L1
cache and the register �le, directly storing it in shared mem-
ory. In contrast, Flash-LLM �rst loads the Tiled-CSL format's
NonZerosArray into the register �le usingLDG.128, and sub-
sequently unpacks it into shared memory. SpInfer-SpMM
directly loads theGTileinto shared memory viaLDGSTS.128,
achieving a data movement path that closely approximates
the ideal cuBLAS case. This approach also conserves SM
internal bandwidth by avoiding the roundtrip through the
register �le, which incurs additional overhead in Flash-LLM.

4.3.3 Shared Memory Bitmap Decoding (SMBD). The
SMBD mechanism is an essential optimization of the SpInfer-
SpMM kernel, designed to e�ciently decompress the bitmap-
compressedWTile into the register �le, ensuring proper
layout for subsequent Tensor Core computations. This tech-
nique leverages bitmaps to represent the sparsity pattern of
the matrix, while the non-zero values are stored in a com-
pressed format, allowing for both e�cient memory usage
and high-performance matrix operations.

Register Distribution. In warp-level Tensor Core opera-
tions, a warp (32 threads) collectively processes fragments
of operand matrices. Each thread in the warp holds part of
the operand matrix, and the distribution of these fragments
across the threads must be done carefully to ensure correct
execution of themmainstructions. For half-precision com-
putations, we employ themma.m16n8k16instruction, which
operates on16� 16matrix fragments. Figure 8(a) illustrates
the matrix fragment distribution, where each thread holds
two half-precision values per 32-bit register (.f16x2). Four
such registers (Ra0, Ra1, Ra2, andRa3) are needed to store
the entire fragment in each thread. These registers are popu-
lated via bitmap decoding, which extracts non-zero values
from the compressed format.

Two-Phase Decoding Process. As described in Section 4.2,
the TCTileconsists of fourBitmapTiles, each corresponding
to one register (Ra0, Ra1, Ra2, andRa3). A BitmapTileis a 64-
bit value that encodes the sparsity pattern of an8� 8 matrix
fragment, with each bit indicating whether a non-zero value
exists at the corresponding location.

A challenge arises from the compressed storage of the non-
zero values, which means that the exact o�set for each thread
to load its values is not explicitly stored. To calculate the
correct o�set, we rely on two key operations.¶ PopCount ,
which is implemented using Nvidia GPU's integer intrinsic
__popcll , counts the number of1 bits in a 64-bit bitmap.
This count represents the number of non-zero values in the
correspondingBitmapTile. By accumulating the result of
PopCount acrossBitmapTile, the correct starting o�set in
the compressedValues array is determined dynamically for
each tile. This allows the warp to e�ciently load non-zero
values without storing explicit o�sets in global memory.·
MaskedPopCount. In addition to calculating the o�set for
the entireBitmapTile, each thread needs to determine how
many non-zero values precede its lane within the bitmap.
The MaskedPopCount operation counts the number of1 bits
before the current thread's lane ID, as depicted in Figure
8(b). This operation is crucial for calculating the correct
o�set within the compressedValues array for each thread
to load its non-zero values. The detailed implementation is
presented in Algorithm 2, which demonstrates this e�cient
bit-counting process.

The bitmap decoding process is performed in two phases,
as shown in Figure 8 (c).¶ Phase I (Decoding a0). In the
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Figure 8. Shared Memory Bitmap Decoding. (a) Register distribution of Tensor Coremmainstruction. (b) PopCount and
online o�set calculation. (c) The two-phase bitmap decoding process.

Algorithm 2 MaskedPopCount pseudo code
Input: Bitmap1, Thread Lane ID;
Output: Count of preceding ones2>D=C
1: o‚set = l � 2 • Calculate base o�set
2: mask= ¹1 � o‚setº � 1 • Generate preceding mask
3: 2>D=C= %>?�>D=C¹1&<0B: º • Count ones before o�set
4: return 2>D=C

�rst phase, each thread decodes the �rst half-precision value
(a0) in its 32-bit register. The thread with IDi examines the
(2i) -th bit of the bitmap. If this bit is set to1, the thread
uses the MaskedPopCount to calculate how many non-zero
values exist before its position and loads the correspond-
ing value from the compressedValues array. If the bit is0,
the thread loads a zero value into its register.· Phase II
(Decoding a1). In the second phase, each thread decodes
the second half-precision value (a1) from the same 32-bit
register. The thread with IDi examines the(2i+1) -th bit
of the bitmap to determine whether a non-zero value exists
at that position. However, no additional MaskedPopCount
is required in Phase II. The result from Phase I is reused.
Speci�cally, if the �rst value (a0) was non-zero, the o�set is
incremented by one to load the second value (a1). This reuse
of the MaskedPopCount result from Phase I minimizes the
number of pop count operations, enhancing performance.

By using the intrinsic PopCount and MaskedPopCount
operations, we e�ciently decode the compressed matrix frag-
ment in parallel across all threads, ensuring that each thread
accesses the correct non-zero values without the need for
explicit storage of o�sets.

Figure 9. Schematic representation of the asynchronous
pipeline design. The pipeline depth is 2.

4.3.4 Asynchronous Pipeline Design. We develop a �ne-
grained asynchronous pipeline to further optimize the perfor-
mance of the SpInfer-SpMM kernel. As illustrated in Figure
9, this pipeline enhances TC utilization by maximizing the
overlap between memory transfers and TC computations.

Double Bu�ering Mechanism. Double bu�ering forms
the cornerstone of the pipeline design. We implement two
separate shared memory bu�ers forGTilesandXTiles. This
architecture enables prefetching of data for the next itera-
tion into shared memory while computing with the current
iteration's data, thereby hiding memory load latency and
improving overall throughput. Speci�cally, in each itera-
tion, the currentGTileandXTiledata reside in one shared
memory bu�er, while the next set of data is asynchronously
prefetched (usingcp.async) into the alternate bu�er. As
mentioned in Section 4.3.1, our work�ow design allows for
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the use ofLDGSTSasynchronous instructions for both W
and X matrices, enabling us to implement a double bu�ering
mechanism similar to that used in cuBLAS.

Fine-grained Asynchronous Group Management. To
further enhance e�ciency, we employ two separatecp.async
groups to manage the loading ofGTilesandXTilesindepen-
dently. This �ne-grained control enables greater concurrency
across di�erent pipeline stages. Our design incorporates two
key overlapping strategies. Once theGTileloading is com-
plete, the Shared Memory Bitmap Decoding (SMBD) process
begins immediately, running concurrently with the ongo-
ing XTile loading. SinceXTile loading and SMBD are inde-
pendent operations, their parallel execution can e�ectively
hide the latency of SMBD, preventing it from becoming a
performance bottleneck. Furthermore, after issuing Tensor
Core computation instructions for the current tile, the SMBD
process for the next tile begins immediately. The bit manip-
ulation and counting operations in SMBD, which run on
CUDA cores, are independent of Tensor Core instructions.
This interleaving of SMBD with Tensor Core computations
increases Instruction Level Parallelism (ILP) and optimizes
hardware resource utilization by keeping both CUDA cores
and Tensor Cores active, reducing pipeline stalls and improv-
ing throughput.

5 Performance Evaluation
We assess the performance of SpInfer at two levels: the SpMM
kernel level and the end-to-end framework level. The exper-
iments are run on two platforms.¶ Intel Xeon Platinum
8352V CPU (2.10GHz) with 4 NVIDIA RTX4090 GPUs (Ada
Lovelace, Compute Capability 8.9, 24 GB memory per GPU),
connected via PCIe with a bandwidth of 30.5 GB/s.· Intel
Xeon Gold 6133 CPU (2.50GHz) with 4 NVIDIA A6000 GPUs
(Ampere, Compute Capability 8.6, 48 GB memory per GPU),
connected via pairwise NVLink. The code is compiled us-
ing GCC 9.4.5 and NVCC 12.1. For kernel-level evaluation,
Nsight Compute [61] is used to measure the precise execu-
tion times. For end-to-end evaluation, the inference process
is run 100 times, and the average wall-clock time is recorded.

5.1 Kernel Performance Comparison

Datasets. We evaluate SpInfer-SpMM using a diverse set
of weight matrix sizes derived from prominent LLM models.
These include the OPT-Series (13B, 30B, 66B, and 175B) [96],
the LLaMA2-Series (7B, 13B, and 70B) [80], the LLaMA3-
Series (8B and 70B) [17], Qwen2 (7B and 72B) [90], and the
Mixtral-8� 7B MoE model [35].

Baselines. SpInfer-SpMM is compared against several key
baselines, including:¶ cuSPARSE v12.1, the widely used
vendor-provided SpMM library [53]; · Sputnik [24], a state-
of-the-art CUDA-core-based SpMM optimized for sparsity

in deep learning;̧ SparTA [100], the �rst approach to lever-
age sparse Tensor Cores for unstructured SpMM;¹ Flash-
LLM [92], a state-of-the-art Tensor-Core-based SpMM de-
signed for sparse LLM inference; andº Tensor-Core-based
cuBLAS, the counterpart used in dense LLM inference. Ad-
ditionally, we compare SpInfer with advanced Tensor-Core-
based SpMM for scienti�c workloads, including» SMaT [64].
The evaluation is conducted at sparsity levels between 40%
and 70%, which represent the optimal sparsity range targeted
by cutting-edge LLM pruning techniques.

Results. Figure 10 depicts the measured performance on
RTX4090 and A6000. The speedup values are normalized to
Tensor-Core-Based cuBLAS (cuBLAS_TC), represented by
the red dashed line. SpInfer consistently delivers superior
speedups against both dense and sparse implementations. On
the RTX4090, SpInfer achieves an average speedup of 1.79�
over cuBLAS, with average speedups of 18.14� , 2.55� , 1.67� ,
and 1.56� against cuSPARSE, Sputnik, SparTA, and Flash-
LLM, respectively. On the A6000, similar trends are observed,
with SpInfer achieving an average speedup of 1.51� over
cuBLAS and outperforming cuSPARSE by up to 24.80� .

At lower sparsity levels (40%), SpInfer is the only method
capable of consistently outperforming cuBLAS, achieving a
1.46� average speedup and surpassing cuBLAS on 94.44% of
matrices. At the critical 50% sparsity level, SpInfer maintains
its lead with an average speedup of 1.66� over cuBLAS, out-
performing all other kernels on 96.30% of test cases. Compet-
ing methods like SparTA and Flash-LLM o�er only marginal
improvements over cuBLAS, with 1.01� and 1.00� speedups,
respectively.

As sparsity increases to 70%, where SpMM typically be-
comes more advantageous, SpInfer's performance further
excels, achieving a 1.90� speedup over cuBLAS and out-
performing it in 100% of test cases. In comparison, SparTA
and Flash-LLM achieve more modest gains (1.16� and 1.22�
speedups). These results re�ect SpInfer's ability to handle
low to moderate unstructured sparsity, which often chal-
lenges traditional sparse kernels.

Figure 11 shows the performance comparison between
SpInfer and SMaT. At 50% sparsity, SpInfer outperforms
SMaT with a 2.12� speedup. SMaT only surpasses SpInfer at
extreme sparsity levels above 99.7%, where its design opti-
mizes performance by skipping zero blocks in highly sparse
scienti�c matrices. However, in the low to moderate sparsity
ranges typical of LLM inference, there are few blocks that
can be skipped, limiting SMaT's advantage.

Micro-Analysis. To further explain the performance gains
of SpInfer, we conduct a detailed micro-level analysis of the
SpMM kernels. Key indicators examined include register
allocation, DRAM bytes read, bandwidth utilization, bank
con�icts, and Tensor Core utilization. We collect these indica-
tors through Nsight Compute [61]. The results are shown in
Figure 12. SpInfer consumes the fewest registers compared to
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